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NODE 1 CABIN FAN DEACTIVATION R2

1. DEACTIVATE NODE 1 CABIN FAN
EPCS Node 1: ECLSS: cab fan

Node 1 Cabin Fan

cmd Off  Execute
√Req Ind - Requested

cmd Off Confirm  Execute
√State - Off
√Limit Status - Inh
√Speed, rpm - Decreasing

sel RPCM N14B B RPC 17

RPCM N14B B RPC 17

√Open Cmd - Ena

√MCC-H

cmd Open  Execute
√Position - Op

2. SMOKE DETECTOR 1,2 DEACTIVATION
Node 1: ECLSS: SD1
Node 1 Smoke Detector 1

cmd Monitor Status - Inhibit  Execute
√Monitor Status - Not Mon

sel RPCM N14B C RPC 03

RPCM N14B C RPC 03

√Open Cmd - Ena

√MCC-H

cmd Open  Execute
√Position - Op

Node 1: ECLSS: SD2
Node 1 Smoke Detector 2

cmd Monitor Status - Inhibit  Execute
√Monitor Status - Not Mon
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sel RPCM N13B A RPC 16

RPCM N13B A RPC 16

√Open Cmd - Ena

√MCC-H

cmd Open  Execute
√Position - Op


